3CCD True HD Digital Video Camera

video
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Specifications

Model No: 130.1009 Head 130.2003 CCU
Camera:

+ Sensor: 1/3” 3CCD Prism; Progressive Scan
+ Resolution: 800 TV Lines

+ Signal to Noise: 54 dB

+ Sensitivity: 25 lux @ 2, Gain Up (9dB)

+ Normal lllumination:
+ Pixel Output:

+ Color Bars:

+ Black Balance:

+ Pixel masking:

+ Universal Input Power:
+ Temperature range:

* Humidity range:

+ Head Dimensions:

+ CCU Dimensions:

+ Head Weight:

+ CCU Weight:

Camera Outputs:
+ RGB or Component:

+ Y/IC (2x):
+ VBS:
+ SDI (2x):

+ DVI (2x) [Version 1.3a]:

+ USB: 480i digital output:
+ Accessory Output:

+ Auxiliary Output (2x):

2000 lux @ 15.6

1080i: 1920 (H) x 1080 (V)

720P: 1280 (H) x 720 (V)

480i: 720 (H) x 480 (V)

Displayed While Head Disconnected
Auto Full Time

Auto Full Time

90 ~ 264VAC 47 ~ 440Hz
0Ctod0C

30% to 90%

12.38” (W) x 15.62” (L) x 3.38" (H)
1.66” (W) x 2.14” (L) x 2.41" (H)
0.7 Ibs

7.5 1bs

1080i @ 59.94 Hz
720P @ 59.94 Hz
480i @ 59.94 Hz
480i @ 59.94 Hz
480i @ 59.94 Hz
1080i @ 59.94 Hz
720P @ 59.94 Hz
480i @ 59.94 Hz
1080P @ 59.94 Hz
1080i @ 59.94 Hz
720P @ 59.94 Hz
480i @ 59.94 Hz

D2 USB Capture Software bundled with camera
Control interface and power of external devices; Tally

Isolated closure for external image capture
devices or recording control

+ Remote control: RS-232
CCU User Controls:
+ Calibrated Procedure Settings: Arthroscopy
Laparoscopy
ENT
Carpel tunnel
Fiber 1
Fiber 2
+ Capture: Auxiliary 1, Auxiliary 2, USB Capture & Tally
+ White Balance: 2850K to 7000K

Setup Menu Selections:

+ Light Source Type:
+ Head Button Function:

LED, Halogen, Halide, Xenon
Extended range, Gain

Zoom [0 - 1.5x]

Brightness level

Enhancement level

Auxiliary 1/USB capture & Auxiliary 2
RGB or Component

1080P, 1080i, 720P

+ Analog Scan Selection:
+ Digital Scan Selection:

Specifications Subject To Change Without Notice.
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